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Learned Bution

B This product is with the function of coding self-l eam Make sure the code of remote tran smitter
has been learned into the receiver before using (16 kinds of codes can be leamed )

m Add remote. Press the “leaming button” until the led turn green to red, then press the
remote, the led will tum red to green. Add successfully

m Delete remote Press “learning button®, the led will tum green to red, then tum to green, and
Nashing. Press remote, and the led stop Nashing. All remotes will be deleted
B Press remote control Key A(Full Lock) When pressing Key A the inside and outside

sensor,also the outside access control keypad all lose efficacy, the electric lock will lock the
door automatically,people couldn't go inside or outside (Safe guard for night and holiday)

B Press the remote control Key B(Single Direction) When pressing Key B, the outside sensor lose
efficacy and the electric lock will lock the door automatically, but the outside access control
keypad and inside sensor are effective.so just the inside and outside person who have the card
can pass through( just for internal site-clearing perioud)

B Press remote control Key C:Press Key C once,the door open and close once automatical-
ly Keep press Key C 3 seconds,all the access control lose efficacy,and the door will keep
full open and never close.which just for emergency using.

B Press lhe remote control D(Automatically) When pressing Key D the inside and outside
sensor are effective the electric lock won't lock.(Working time)

KA The overall characteristic

B High-current electric lock output module.

B AC12-28V/DC12-36Vpower input and convenient to take power from sliding
doorunits .
Delicate shell design, easy-to-fixed, compact and small size.
Built-in surge absorber lo prevent the return spark of electric Jock.
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W Remote trnsmitter with 4 keys to carry out the 4 operations of autodoor
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All induction gated signal unified into the Extender which outputs the signal

tc autodoor and electric locks. With time difference setting to ensure the autodoor

runs automatically.

B Using remote controller to switch function,validity action confirms by voice
indicator

E¥The definition of input and output
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DNotes .The system is with memory function in case of power-down.

@The input signal for access controller should be passive contacl signal,
orinput PUSH signal directly.

B Wiring Diagram
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External and‘lr'-leyrna‘l ﬁrobe should bnol _get power from this extender directly
Can be connect with terminal of autodoor (which for probes)

This product made according to the factory sequence,under one-year
warranty.Except for the human-facor destory.

A Specific Note:

M The powerinput can be taken from the autadoor control unit of AC12-28V/DC12-26V
should be supplied to ensure enough capacity for running

& DC12V power inputshould connect with 1and4 terminals

B Aclual output current of DC REGULATOR must be greater then the action current
of electric lock

m The deeperinstallation placeis, the weaker indicator voice is

Thetechnology parameter

Power supply:AC12-28V/DC12-36V

Currentof electric lock:3A(12V)

Static Power:35mA

Action current:85mA(Non-current electric lock)

The inlerval time to open lock and auto-door: 1s
Professional appliance: Built-in surge absorber

Transmitting and receiving method. Microwave level with a roller code
Remote control battery using life : > 18000 times
Working environment temperature:-42C~45C
Working environment humidity:10~80%RH
Appearance dimension:123(L)x50(W)x32(H)mm
The total weiaht:280a




